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Good morning, everybody! I am glad to see so many of you here in Vienna again. I start with an overview of the working group, which is hopeless to display completely on one slide, so I have some dots there for "etc." in the list (Fig. 1) . We have a quite interdisciplinary discipline team with engineering, which is our part, with sports sciences and with biological sciences and today it is my role to give some engineering insight into the stimulator development. The stimulator per se is not very complicated, but for application within "MOBIL" we have some additional demands to fulfill. First we have specific safety issues for this user group. A powerful compliance management system is crucial not only to guide daily application, but especially for creating hard data for the scientific outcome. 1, 2 We also need to assure easy handling of the stimulator, because the subjects are generally not able to cope with too difficult and complex motor skills.
So, we developed several generations of stimulators and optimized solutions after field tests. We see five development steps on this slide, number 5 is the actual one and we are already planning the sixth generation with wireless control of the stimulation units by the central main handheld control units (Fig.  2 ). On this slide we see a magnified view of the actual central unit with quite simple user interface and two stimulation units, which are the active units to be placed on each anterior thigh. Inside we have more complex technical features that might be of interest. Basically we try to rely on standard technology as far as possible. You might notice the wireless charging system, like quite common for mobile phones or tablets; we have implemented this option, based on the upcoming QIstandard already in the electronic circuit. A USB connection for data transfer makes interaction with a standard computer easier, as a prototype we also have a Bluetooth link, substituting this wired interface, in operation. We have implemented a newly available high capacity SD standard memory cards and those provide a breakthrough in "compliance data storage" as they offer the necessary high storage capacity and fast data handling now for an affordable prize. The circuit also contains a 3D accelerometer sensor which acts as a further important safety features: if the control unit drops, this event is detected automatically by the sensor and activates an emergency switch-off and disables the stimulation to avoid associated risks. On the other hand we have implemented a hardware emergence shutdown, which is also crucial, because various complications in a software controlled complex electronic system may occur and demand intervention. Malfunction of the control program may require disconnection of power supply for immediate reliable deactivation. An overview with all mechanical components of the central unit shows the case with front and rear part, the main printed port (PCB), switches, display battery and connectors. The case is a 3D print in acrylic resin (Fig. 3) . A very important special feature is the integrated compliance management system, which is extremely important for guaranteeing validity of study data. E. g. we can follow all adjustments a patient has made during his entire application of the stimulator. The recorded data are stored on SD card and can be transferred to the computer via USB data link for analysis. This helps tremendously for the interpretation of scientific outcome. I will give you a few examples based on selectively extracted data. In principle we store a huge amount of raw data that are of course in this basic form useless for the supervising physician, who wants to interpret them and use them for follow-up. A diploma thesis, just recently finalized by Michaela Hendling, addressed this topic and aimed in systematic extraction and visualization of useful data. The system stores raw data on the following parameters:
• 
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In this example the adjustment of voltage amplitude over time is shown as manually adjusted by the patient as maximum still sensibly comfortable maximum amplitude. A follow-up of voltage and current amplitude is shown. These are average values of a series of sessions, in reality we see that the patients starts with lower intensity and slowly increases the voltage up to 28 V within several minutes. This is a clear example for the helpfulness of this detailed data assessment for support of valid interpretations. We see that it can take half a training session till constant training conditions are reached, which is understandable but needs to be considered in the interpretation. In another example we see a training protocol over 10 weeks in total, starting with 2 x 3 training series of 6 min per week, increased to 2 x 3 training sessions of 10 min per week for week 3 to 6 and finally increased to 3 x 3 10 minute sessions for the remaining observation period. In the compliance data we can see how the patient has adjusted the voltage level along 48 trainings how this level varies quite strongly. The associated current level varies much less. This is quite interesting and tells us that the daily application of the electrodes did not provide constant contact resistance of the electrode tissue interface, but variation in wetting the contact area and/or adjustment of contact pressure had been far from constant. The patient adjusted the voltage amplitude based on sensible perception and ended up with pretty much constant current amplitude values. If we compare the average set voltage amplitude levels of all patients we can see that there were patients, who were very sensitive and kept amplitudes low, and there was one particular patient, who had always applied a huge intensity levels close to the maximum the stimulator is able to deliver. It turned out that he is a retired power electrician and is well adapted to sensations induced by electrical currents. If we compare the box plots of voltage and current levels integrating all training sessions of all study participants we see a big variation of adjusted voltage and much less variation in the resulting current stimulation (Fig. 4) . This of course leads to the basic question: why don't we apply constant current stimuli? In this form the question is too simple, which becomes obvious, if we look at the impulse shape of controlled voltage and controlled current mode. In addition to control of current level to sensibly tolerable threshold there are non-negligible influences if impulse shape on efficiency of nerve fiber recruitment as well as on sensible comfort, and with this indirectly on adjustable intensity maximum We have done additional systematic studies on these phenomena, but today due to time constrains I cannot report on this.
Finally, in the last example muscle torque measurements are referenced with compliance data. In the study normalized maximum voluntary contraction (MVC) and maximum stimulation induced contraction (MSC) were assessed in regular check-ups along the training period. With additional consideration of adjusted stimulation intensity for
Fig 4. Average voltage and current variation in all participants along the entire study and comparison of impulse shapes in voltage and current control (VC and CC) mode
training out of the compliance data records we are able to estimate the induced contraction strength, which turned out to amount in average 11% of MVC. This value may seem on a first sight rather low, and ought to be considered in relation to the results at the end of the training period. Therefore the correlation between normalized MVC and normalized MSC was calculated. It is obvious that MVC can increase to strongly variable extent (3 to 65 %), but in few cases also decrease (-4 to 15 %) over the study period. The correlation suggests that an increase of roughly 1 % of normalized MSC can lead to an increase of about 10 % in MVC in the given training conditions (Fig. 5) . Overall, we can say that we have a stimulator that has turned out to work sufficiently. The most important feature is the integrated compliance recording because this is very useful for interpretation of the study outcome. The electrical stimulation training has shown in its results that even with relatively small induced contraction intensity we still get some increase in the achievable voluntary extension torque. I think we will hear more on medical and biological aspects in the next presentations by our specialized colleagues. Finally I want to thank all involved contributors. We have a large group of students involved, preparing their theses on this subject (Fig. 6) . On the whole, our work is an engineering contribution within the work of a vastly interdisciplinary team and I look very much forward to the coming presentations to learn more on biological and clinical aspects. 
